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AutoCAD SHX Text
NOTE: REFER TO APPLICABLE BUILDING CODE FOR WALL HEIGHT  REFER TO APPLICABLE BUILDING CODE FOR WALL HEIGHT RESTRICTIONS AND SAFETY FENCING/RAILING REQUIREMENTS. 

AutoCAD SHX Text
OPTIONAL DRAIN AS REQUIRED, PLUMBED TO NEAREST OUTFALL -DRAIN PIPE SHALL BE  PERFORATED N-12 PLASTIC DUAL  WALL WITH SMOOTH INTERIOR,  CORRUGATED EXTERIOR -DRAIN BEDDING SHALL BE  " 38"  MINUS BACKFILL FOR DRAINS  PER WSDOT 9-03.12(4) -USE NO FILTER FABRIC UNLESS  OTHERWISE SPECIFIED 
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COMPACTED BACKFILL  PER SPECIFICATIONS   
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FINISHED SURFACE  PER SPECIFICATIONS   
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4"-6" QUARRY  SPALLS, 12" MIN. WIDTH   
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BOULDERS PER SPECIFICATIONS -USE 3-MAN OR LARGER FOR  BASE COURSE -USE MIN. 2-MAN FOR UPPER COURSES -MIN BATTER SHALL  BE 1:6, MAX 1:4   
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COMPACTED BACKFILL  PER SPECIFICATIONS   
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FINISHED SURFACE  PER SPECIFICATIONS   
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COMPACT NATIVE MATERIAL  

AutoCAD SHX Text
58" MINUS CRUSHED AGGREGATE PER WSDOT 9.039(3) COMPACTED  TO 95% DENSITY, 6" MIN. DEPTH 
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