PERVIOUS PAVEMENT SIDEWALK ADJACENT TO CURB

VARYING
SEE STD. DTL. NDP-11

PLANTER STRIP (OPTIONAL)

ROAD SURFACE

0-2%

GEOTEXTILE FABRIC (OPTIONAL - SEE NOTE 1)

SUBGRADE

4" MIN. DEPTH, MATERIALS PER CHAPTER D6-04

PERVIOUS CONCRETE
5" MIN. DEPTH (SEE STD. DTL. NDP-11)

PERVIOUS PAVEMENT SIDEWALK
ADJACENT TO BIORETENTION OR DITCH

BIORETENTION OR DITCH

1'-0"

VARYING

FINISHED GRADE

SUBGRADE

0-2%

4" MIN. DEPTH, MATERIALS PER CHAPTER D6-04

PERVIOUS CONCRETE
5" MIN. DEPTH (SEE STD. DTL. NDP-11)

GEOTEXTILE FABRIC (OPTIONAL - SEE NOTE 1)

BIORETENTION SOIL MIX, OR AS REQUIRED

NOTES:
1. GEOTEXTILE FOR UNDERGROUND SEPARATION REQUIRED ONLY PER ENGINEER DESIGN.
2. SUBGRADE SHOULD NOT BE COMPACTED.
3. COVER TO PROTECT SURFACE UNTIL FINAL LANDSCAPING COMPLETE.