1. Manhole shall conform to general notes and all applicable requirements of standard detail S-1.

2. Outside drop shall be installed only where approved by the City.

3. Outside drop shall be constructed using AWWA C900 pipe and AWWA C907 fittings.

4. Drop tee to be installed minimum of 3' below cone section.

5. Channel base with 3000 psi concrete, width and depth of channel must equal the largest pipe diameter with a slope of 2% min. Channel walls must be vertical. Slope shelf to channel at 1" per foot min.

6. Core drill openings for new pipe when drop is installed on existing manhole. Use Kor-N-Seal connectors or equal.

7. Use Romac coupling or equal when connecting to existing sewer mainline.

8. Use C900 x SDR 35 PVC adapter when connecting to SDR 35 PVC mainline.

9. Maximum of 2 drops per structure.

**Notes:**

Bearin area based on 2000 pounds per square foot safe bearing load. (For pipe up to 18 inch diameter)

<table>
<thead>
<tr>
<th>Height of Drop in Feet</th>
<th>Minimum Bearing Area in Square Feet</th>
</tr>
</thead>
<tbody>
<tr>
<td>2 1/2 - 5</td>
<td>1.0</td>
</tr>
<tr>
<td>6 - 10</td>
<td>2.0</td>
</tr>
<tr>
<td>11 - 15</td>
<td>2.5</td>
</tr>
<tr>
<td>16 - 20</td>
<td>3.0</td>
</tr>
</tbody>
</table>

City of Bellevue

SEWER UTILITIES

TITLE

OUTSIDE DROP STRUCTURE
(ONLY WHERE APPROVED BY CITY)

JANUARY 2015

NO SCALE

NO. S-4