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'''. —TYPE 1 CATCH BASIN FOR ROOF AREA >700 SQ. 
FT., OR SMALL CATCH BASIN OR YARD DRAIN 
FOR ROOF AREA <=700 SQ. FT. C.B. MAY BE 
INSTALLED IN TRENCH. 
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NOTES: 
1. TRENCH SHALL NOT BE LOCATED 

WITHIN 100' OF A WELL OR 30' 
FROM ANY PART OF A SEPTIC 
SYSTEM. 

2. TRENCH SHALL BE CONSTRUCTED 
SO AS TO PREVENT POINT 
DISCHARGE AND/OR EROSION. 

3. IF NO GRAVITY ACCESS TO 
DOWNSTREAM CONVEYANCE 
FACILITY AND FLOW PATH 
REQUIREMENT CAN NOT BE MET, 
MUST BE PUMPED TO APPROVED 
DISCHARGE. 

4. GRADE BOARD AND SUPPORT 
POST UNTREATED, CEDAR OR 
RECYCLED PLASTIC. SPACE 
SUPPORT POSTS EVERY 10' MIN. 
TO KEEP GRADE BOARD LEVEL. 

5. LEAVE ROCK PERMANENTLY 
EXPOSED. DO NOT FILL. 

EXPOSED ROCK 
(SEE NOTE 5) 
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