CLASS 3000 CONCRETE COLLAR.

SEE RIGHT-OF—-WAY USE
PERMIT FOR PAVEMENT

_ RESTORATION REQUIREMENT
SURFACE RESTORATION (SEE STD DETAL S-8)
AS SPECIFIED
VATRVE TR W . "
\(\\Z\\Y \ .'_-A, ll- —_
"GRAVEL BORROW" PER — -;i=l] Z
WSDOT STD SPECS - e Eﬁ@ﬁﬁﬁﬁT
9-03.14(1) OR SUITABLE ” N SURFACE
EXCAVATED MATERIAL D) =T RN
COMPACTED TO 90% ¥ "N
MAX. DENSITY : T
I;‘ﬁ ': ” ”
) . CRUSHED SURFACING
ol ;u £l PER WSDOT STD SPECS
5 SEE NOTE*ﬁ = 9-03.9(3) COMPACTED
A TO 95% OF MAX.
: DENSITY.
N T
/ N
X
T
4§ A /
> r 0 g v
|\\ VAV' Y \ ‘g. > ?\ ’g."
2972 2202 EXCAVATION LIMITS
EVACUATION LIMITS e 8 9ecseer (NEAT LINE, NO SLOPING
q , 9285%82% ALLOWED)
vo’lgﬁ"?r,i“.
02822072
90800
2ersers N
%) ?. ,141-," 4%
FOUNDATION MATERIAL—% [ Xk, "GRAVEL BORROW" PER
PER SECTION 9-03.17 I 22822 WSDOT STD SPECS
OF THE WSDOT STANDARD |[i4 AL 9-03.14(1) COMPACTED
SPECIFICATIONS i TO 95% MAX. DENSITY

JANUARY 2020

UNPAVED AREAS
—f

PAVED AREAS

—

* EXCAVATION LIMITS NEED TO INCREASE AS
DEPTH INCREASES TO ACCOMMODATE LARGE
SHORING BOXES, SLOUGH AND ROOM FOR
A LARGER EXCAVATOR TO DIG DEEPER.
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