SECTION A-A

FOR SOIL PREPARATION SEE STD. DWG. SW-130-1

ROADWAY

2.0% MAX.

5" SIDEWALK
4" MIN. CSTC

STREET LIGHT POLE

3' MIN.

ROADWAY

2.0% MAX.

5" SIDEWALK
4" MIN. CSTC

SECTION B-B

ILLUMINATION CONDUIT TO BE LOCATED OUTSIDE TREE PIT LOCATION

NOTE: SEE STD. DWG. DT-130-1 FOR DOWNTOWN SIDEWALK CONSTRUCTION NOTES.

DOwnTOWN SIDEWALK WITh TREE PITS

PEDESTRIAN CIRCULATION PATH

AMENITY ZONE
ZONE (SEE NOTE 2)

SIDEWALK ZONE
FRONTAGE ZONE
PRIVATE PROPERTY

BUILDING EXTERIOR

TREE PIT WITH ADA COMPLIANT GRADE

CONSTRUCT FULL DEPTH EXPANSION JOINT BETWEEN SIDEWALK AND FRONTAGE/AMENITY ZONES.

STREET LIGHT

TYPICAL BIKE RACK, BENCH, BUS STOP, OR OTHER AMENITY LOCATION

SPECIAL PAVING PERMITTED

DRAWING NUMBER DT-110-1
SCALE NONE
REVISION DATE 12/17
DEPARTMENT TRANS